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EC Declaration of conformity  
VENUS CERÁMICA 
Ctra Nacional 340 - Km 953,8  
12520 Nules (Castellón) Spain 
Tel: +34 964 659 240 Fax: +34 964 659 242 

Type of product: GRES PORCELAIN 
Dry pressed ceramic tiles with low water absorption E≤0.5%. 
It accomplishes requirements EN 14411 - GROUP BIa (ANNEX G) 

Product description and purpose: Glazed tiling elements designed for final treatment of interior 
floors, interior and exterior walls. 
 

Characteristics Declared Value 

REATION TO FIRE Clase A1fl - A1 
(Decisión 96/603/EEC as amended) 

BREAKING STRENGTH > 1300 Nw 

MODULUS OF RUPTURE 
NPD 

Not suitable for suspended ceilings 

SLIP RESISTANCE TORTUS, WET > 04 
UNE 12633, Rd > 20 

EMISSION OF DANGEROUS SUBSTANCES NPD 

BOND STRENGTH > 1.0 N/mm2 (EN 1348 8.2) 
Mortar adhesives C2 Type (EN 12004) Required 

FROST RESISTENCE Passed 

THERMAL SHOCK RESISTANCE NPD 

 
Titles and adresses of notified persons and laboratories that performed the tests and 
conformity assessment: 

- Laboratory VENUS CERÁMICA, S.A. Ctra. Nacional 340 - Km 953,8  
12520 Nules (Castellón) Spain. 

- Laboratory SEBASTIÁN CARPI Ctra. Borriol, Km 1  12004 Castellón. Spain 

- ITC (Instituto de Tecnología Cerámica). Campus Universitario Riu Sec.  
12006 Castellón. Spain 

Signature:  

 
Carlos Ramos Barceló  
Technical Manager 


